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NOTES:

Prior to ordering any material the
Contractor shall field verify all bearing
heights and shim thickness dimensions.
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Remove existing
roller and bottom £

‘\ﬁum existing anchor boits flush with
existing concrete surface. Grind
existing anchor boft smooth and seal
with epoxy. Cost of this work is included
/\/ in "Jack & Remove Existing Bearings®.
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14" ¢ holes for 1" ¢ / 8 4l

Concrefe Adhesive P 1 x4bxi

Anchors w/ 84" min. ol

min. embedment HSS 10x4x33x17-8%" long
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ELEVATION
HORIZONTAL SLAB RESTRAINT
(4 Total)

All steel items shall be galvanized

3" ¢ x 8" Granular or
solid flux fiiled Headed
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4-14 go. Steel Plates

ELASTOMERIC BEARING ASSEMBLY, TYPE I

5 Layers of
%" Elastomer
(55 Durometer)

~——6"x10" Shim Plates
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Multiple plates (" minimum

Limits of Type I obtain total required shim plate

N\ [ Elastomefric Brg. Assembly
%

thickness.

thickness) may be welded together to

Cost of shim plates is incidental to
Elastomeric Bearing Assembly Type L.

(28 Total)

“x5" at sidewalk

Studs conforming

to Art. 1006.32 of
the Standard Spec’s

aufomaf/ca//y end
at 1

bex
Lx3" gt roadwaﬂ

30

12"!

Concrete Joint Seadler
Top of Median 1" Square
Compressible Rod
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SILICONE JOINT SEALER

(Longitudinal Joint in median at bridge)

welded 2/ " P S
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25%" min.

PREFORMED JOINT SEAL

! | 76" ¢ Holes at 12" cts. for

J[}:—_J__—:_

35" ¢ Bolts. All bolts shall
be burned, sawed or chipped
off flush with the plates
dfter forms are removed.
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fabricate to —- Existing studs
crown, typ.
13" ot 50°F Existing angle in end of deck
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(At Roadway and Sidewalk) % N

** cut B L" in sidewalk and median ? ~

%

fyn shor)‘ of the sidewalk and median faces.

*X¥ Cut retainer bars in sidewalk and median
6" short of the sidewalk and diar&_ faces.
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END OF SEAL CUT-QUT

SEAL CUT-OUT AT CURB
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DETAIL 2 PLAN AT SIDEWALK OR MEDIAN
(At Median)
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2 V Q at Curb detail
30°

See End of Seal

Cut-0ut detail

AT SIDEWALK OR MEDIAN*

(Showing plate and seal)

* Shorter plates with a single row of studs

at 12" centers may be necessary on

medians which are shallower than 9'.

See manufacturer’s recommendation.
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